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CA26-GH

CA26-GV

2094-I

USA / Canada
GFCI Receptacles and Covers
15A and 20A Versions 

Typical Specifi cations
• Receptacle: Straight Blade Duplex GFCI 

• 2 Pole, 3 Wire Grounding

• Ratings: 20A, 125VAC Feed Thru,
  15A, 125VAC or
  20A, 125VAC FACE

• 3rd Party Compliance:
 cULus Listed, Standard UL498,
 Federal Specifi cation WC596 (15A).

• Standard CSA-C22.2 No. 42, General
 Use Receptacles, CSA-C22.2 No. 144
 GFCIs.

• Conforms to NEMA WD-1, WD-6.

To learn more about B-I-A please visit us at our

WEB site: www.BiaGmbH.com

Vertical
1 Self-Closing Lid

Horizontal
1 Self-Closing Lid

Color matching standard
wallplate, supplied with
each GFCI receptacle
(74.3 x 119.0 x 6.0)mm

1594 shown
Dimensions for all
GFCI receptacles

43.2

10
6.

7

66
.3

31.8

30.0

11
5.

8

71.4
71

.2
115.8

http://www.BiaGmbH.com


Created 29.04.2005

L1704

2303 02Product Information

B-I-A Vertriebs GmbH / Germany
Email: info@BiaGmbH.com

www.BiaGmbH.com
www.BiaOnline.com

Further items on request. Dimensions mm.
Subject to change without notice.

Innovative features speed installation 
and ensure durability.

Side or internal screw-
pressure-plate back wire
termination takes #14 – #10
AWG stranded or solid, copper 
or copper-clad conductors.

High-impact-resistant,
thermoplastic construction
for superior strength
and durability.

1594-W

Two back wire holes per
termination add wiring
flexibility, eliminate pigtailing,
and save box space.

GFCIs with patented SafeLock™ Protection
If critical components are damaged and ground

fault protection is lost, power to receptacle is disconnected.

Prevents line-load reversal miswire: If miswired, GFCI
cannot be RESET.

Improved resistance to surge, corrosion and electrical
power line noise.

Extra-long strap for 
better sheet rock contact
eliminates “floaters” yet
takes standard wall plate.

Grooved channel and back
wire clamp allow for fast
installation of ground wires.

Line and load terminals
backed out, ready to wire.

Trip indicator light makes
it easy to identify tripped
condition.

Captive screws make 
for easier installation.

To learn more about B-I-A please visit us at our

WEB site: www.BiaGmbH.com
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3rd Party Compliance

* Color Designation
— Brown
I Ivory
LA Light Almond
BK Black

W White
GRY Gray
RED Red

(UL508/C22.2 
No. 14)

Catalog Number Rating Colors Descripton NEMA UL943/C22.2 UL498/C22.2 FSUL/ UL20/C22.2

A. VAC No. 144 No. 42 WC596 No. 111

GFCI Receptacles

1594-* 15 125 Brown, I, LA, W, BK, GRY, RED Spec Grade 15 Amp Duplex 5-15R • • •

2094-* 20 125 Brown, I, LA, W, BK, GRY, RED Spec Grade 20 Amp Duplex 5-20R • •

2084-* 20 125 I, LA, W, BK Spec Grade 20 Amp Dead Front •

1594-HG* 15 125 Brown, I, LA, W, GRY, RED Hospital Grade 15 Amp Duplex 5-15R • • •

2094-HG* 20 125 Brown, I, LA, W, GRY, RED Hospital Grade 20 Amp Duplex 5-20R • •

GFCI with Auto-Ground Receptacles

1594-S* 15 125 I, LA, W Spec Grade 15 Amp Duplex 5-15R • • •

2094-S* 20 125 I, LA, W Spec Grade 20 Amp Duplex 5-20R • •

Decorator Combination Switch/GFCI Receptacles

1594-SWT*CC5 Switch: 15 120 I, LA, W, BK Spec Grade 15 Amp 5-15R • • •
GFCI: 15 125 Single Pole Switch

1594-2SWT*CC5 2 Switches: 15 120 I, LA, W, BK Spec Grade 15 Amp 5-15R • • •
GFCI: 15 125 Two Single Pole Switches

Decorator Combination Nightlight/GFCI Receptacles

1594-NTL*CC6 15 125 I, LA, W, BK Spec Grade 15 Amp 5-15R • •

2094-NTL* 20 125 I, LA, W, GRY, RED Spec Grade 20 Amp 5-20R • •

1594-HGNTL* 15 125 Brown, I, LA, W, GRY, RED Hospital Grade 15 Amp 5-15R • •

2094-HGNTL* 20 125 Brown, I, LA, W, GRY, RED Hospital Grade 20 Amp 5-20R • •

Tamper-Resistant GFCI Receptacles

1594-TR*CC6 15 125 I, LA, W, BK Spec Grade 15 Amp Duplex 5-15R • •

1594-HGTR* 15 125 Brown, I, LA, W, GRY, RED Hospital Grade 15 Amp Duplex 5-15R • •

2094-TR*CC6 20 125 Brown, I, LA, W, GRY, RED, BK Spec Grade 20 Amp Duplex 5-20R • •

2094-HGTR* 20 125 Brown, I, LA, W, GRY, RED Hospital Grade 20 Amp Duplex 5-20R • •

Illuminated GFCI Receptacles Light is on when power is available

1594-*L 15 125 Brown, I, LA, W Spec Grade 15 Amp Duplex 5-15R • • •

2094-*L 20 125 Brown, I, LA, W, GRY Spec Grade 20 Amp Duplex 5-20R • •

1594-HG*L 15 125 Brown, I, LA, W, GRY, RED Hospital Grade 15 Amp Duplex 5-15R • • •

2094-HG*L 20 125 Brown, I, LA, W, GRY, RED Hospital Grade 20 Amp Duplex 5-20R • •
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The first Switch/GFCI Combination
Devices — ideal for remodeling.

� User-preferred, up-and-down switching
� Available in one- and two-switch models
� More function in a single-gang box or space
� 15A single-pole switches rated for 1/2 HP 

motor loads — perfect for bath and kitchen 
vent fans or garbage disposals

The first LED Nightlight/GFCI
Combination — perfect for bathrooms.

� Sealed nightlight with Lexan® lens prevents
tampering

� LED illumination with a 20-year life expectancy
means no bulbs to change

� Photocell turns nightlight on in dark, 
off in daylight

1594-NTLWCC6

1594-SWTWCC5

1594-2SWTWCC5
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The first Tamper-Resistant
GFCI helps keep children safe.

� Patented internal sliding shutters prevent
children from sticking objects into the
receptacle

� UL Listed shutter system

Illuminated GFCI makes 
spotting use of back-up power easy.

� Green light on when power is available
� Green light turns off when unit has tripped 

or power has failed

The Auto-Ground GFCI speeds
commercial-building installation.

� Rugged, specification grade design fights 
callbacks and ensures durability

� Standard auto-ground clip ensures solid 
ground connection to metal box

2094-SW

2094-HGWL

1594-TRWCC6
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