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ELECTROMAGNETIC BALLASTS

Straight
Rapid Start Lamps

HIGH POWER FACTOR  SOUND RATED A

Min. - . Input
Lamp Data Starting | Input Catalog el c:j‘:_:‘: nt Power |Ballast| THD |Power Dim Wiring
Temp. | Volts Number == | (Amps) ANSI | Factor | % | Factor *| Dia.
Number |Watts| (F) @ @ @ N (Watts)
F34T12 (460mA)
120 R-140-TP Mark Il 4 4 4 4 0.38 43 0.88 <15 0.94
220 | X-140-TP v 0.20 44 0.89 <10 0.99
1 34 60 T-2 20
277 | V-140-TP Mark T v v v v 0.16 43 0.88 <10 0.97
347 | G-140-TP Mark Il v v 0.13 43 0.88 <15 | 0.95
RM-2S35-TP & v 4 v 0.46 52 0.64 <20 0.94
120 R-2S34-TP E-PAK v v 4 v 0.57 68 0.87 <15 0.99 | T-2 21
R-2S40-TP Mark III v v v v 0.63 72 0.88 <15 0.95
9 34 220 | XQM-2S40-TP o/ 0.36 78 0.92 <20 | 0.98
60 240 | YQM-2S40-TP @ 4 4 0.35 84 0.92 <25 0.99
V-2S34-TP E-PAK 2 A A 0.25 68 0.87 <15 | 098 | T2 | 21
217 -2540-TP Mark 11 VIV 7 /| 02r | 72 | 088 | <20 |09
347 | G-2840-TP Mark I1I v v 0.22 72 0.88 <20 | 0.94
120 R-3S34-TP E-PAK v v 0.88 103 0.88 <20 0.97
3 34 60 T-2 30
277 | V-3S34-TP E-PAK v v 0.37 103 0.88 <20 0.99
4 34 60 120 | R-4S40-A-TP-ACMarkIll | v | vV | V | V/ 1.26 144 0.88 <20 | 095 | D-2 | 25
® Sound Rated B
& For Residential Use Only
DIMENSIONS
- Length (L) Width (W) Height (H) Mounting (M)
_Eﬁﬁiggg LU (inches) (inches) (inches) (inches)
LINE gy K/WHT-
T D-2 17 2% 1% 16%s
Diag. 20 T2 9% 2% 1% 82%:
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Further items on request. Dimensions mm.
Subject to change without notice.





