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Product Information

L1636

04L-S 01

NOTES:

1 Order two 36" reflectors for 72" fixtures and two 48"
reflectors for 96" fixtures.

2 30W ES available in Canada only.

3 Maximum depth to center of lamps.

Features

Slim channel for easy handling in unit or
row, ceiling or wall-mount applications.

High-gloss, baked enamel finish.

Combination end plate/channel connec-
tor furnished.

Wide variety of T5 twin-tube compact
fluorescent (CF) lamp types available.

White or specular reflectors available.

Channel cover retained by quarter-turn
fastener.

Intended Use

For applications that require medium illu-
mination levels and narrow construction.
Suitable for general or task lighting.

Striplights

S
Standard Striplights

Listings – 120V, 277V and MVOLT are UL
Listed and CSA Certified (standard). See
Options for 347V and NOM Certified.

Ordering Information Example: S 1 40 120 ES

Options

CSA CSA Certified
(347V only)

NOM NOM Certified
See page 98 for others.

Series

S
For tandem double-length
unit, add prefix T.1

Example: TS

Lamp type

15 15W T12 (18")

15PH 15W T12 (18")

17 17W T8 (24")

CF18 18W TT5 (12")

20 20W T12 (24")

20PH 20W T12 (24")

25 25W T8 (36")

CF27 27W TT5 (15")

30 30W T12 (36")

30PH 30W T12 (36")

32 32W T8 (48")

CF39 39W TT5 (16")

40 40W T12 (48")

CF40 40W TT5 (24")

60T8 40W T8 (60")
Reflector Accessories (Order separately)

Availability and Dimensions

Lamps Lamps
Nominal per cross per Lamp Width Depth3 Length
length Series section fixture type in. (cm)  in. (cm) in. (cm)

1’ S 1 1 CF18 2¾ (7.0) 2¾ (7.0) 12 (30.5)

1¼’ S 1 1 CF27 2¾ (7.0) 2¾ (7.0) 15 (38.1)

1½’ S 1 1 15, 15PH, CF39 2¾ (7.0) 2¾ (7.0) 18 (45.7)

2’ S 1 1 17, 20, 20PH, CF40 2¾ (7.0) 2¾ (7.0) 24 (61.0)
TS 1 2 CF18 2¾ (7.0) 2¾ (7.0) 24 (61.0)

2½’ TS 1 2 CF27 2¾ (7.0) 2¾ (7.0) 30 (76.2)

3’ S 1 1 25, 30 2¾ (7.0) 2¾ (7.0) 36 (91.4)
TS 1 2 CF39 2¾ (7.0) 2¾ (7.0) 36 (91.4)

4’ S 1 1 32, 40 2¾ (7.0) 2¾ (7.0) 48 (121.9)
TS 1 2 CF40 2¾ (7.0) 2¾ (7.0) 48 (121.9)

6’ TS 1 2 25, 30 2¾ (7.0) 2¾ (7.0) 72 (182.9)

8’ TS 1 2 32, 40 2¾ (7.0) 2¾ (7.0) 96 (243.8)

Number
of lamps

1
Not included.

Ballast options

LPF Low power factor (for 15W,
20W, 30W only)

HPF High power factor (for 15W,
20W, 30W only)

ES Energy-saving ballast2

GEB Electronic ballast, <20% THD

GEB10IS T8 electronic ballast, <10%
THD, instant start

GEB10RS T8 electronic ballast, <10%
THD, rapid start

Reflector type

SASR Asymmetric

SSMR Symmetric

Length

24 24" nominal

36 36" nominal1

48 48" nominal1

(blank) White

SSR Specular silver,

steel

Finish

Voltage

120

277

347

MVOLT*
Others available.

* 120-277V. Must

specify GEB10IS.




