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Connectors for Copper Conductor
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Material: High-Conductivity
Wrought Copper

Finish: Electro Tin Plate
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WIRE SIZE DIMENSIONS (IN.)
CAT. NO. CODE FLEX CLASS G, H, I, K, M* BOLT SIZE A B C D E F DIE CODE DIE COLOR
54101 i 123 56 50 05 20 i FRG2002 YELLOW
266-30695-1351 .\ 0\ #8136 68 36 05 20 % ERG2002 YELLOW
256-30605-1352 o136 68 41 05 20 % FRG2002 YELLOW
256-30695-263 4169 81 50 07 20 % ERG2002 YELLOW
54104 #0 1.6 50 39 08 25 A 21
54130 23 Navy 120 61 45 07 25 % 21
54131 #8 AWG #8 Weld % 133 64 56 05 25 21
54132 37/24 = 14.9 kemil % 133 64 56 05 25 21
256-30695-424 %175 131 1.00 13 25 % 21
256-30695-1361 #2123 53 44 07 31 T 2%
54134 #0123 53 44 07 31 % 2%
54105 #30 Navy o123 53 44 07 31 T 2%
54135 # ANG #oWeld % 141 67 60 07 31 % 2
54136 61/24 = 24.6 kemil % 141 67 60 07 31 %o 24
256-30695-282 133/.014 % 141 75 56 06 31 %o 24
256-30695-422 % 175 131 1.00 13 31 % 2%
256-30695-1362 #2138 60 55 09 37 % 29 GRAY
54138 #0138 60 55 09 37 % 29 GRAY
54106 40-50 Navy - % 138 60 55 09 37 % 29 GRAY
54139 #4 ANG 91/24 = 36.7 kemil %o 142 66 61 07 37 %o 29 GRAY
54140 133/.0177 % 142 66 61 07 37 %o 29 GRAY
256-30695-233 49/029 % 156 75 59 06 37 o 29 GRAY
256-30695-264 %220 1.40 1.00 06 37 % 29
54107 4150 65 59 A1 41 % 33
54142-TB #60Nawy % 173 88 59 1 41 % 33
54143-TB #2 AWG 125/24 = 50.5 kemil % 165 80 59 A1 41 % 33
54145-TB #4 Weld %192 1.08 75 08 41 % 33
54108 75 Navy, #2 Weld 4150 65 68 11 47 % 37
54147 #1 AWG 150/24 = 60.5 komi % 173 93 68 A1 47 % 37
54148 175/24 = 70.6 komi % 178 98 68 A1 47 % 37
54150 133/.0223 % 210 125 76 11 47 % 37
54152-TB %o 160 65 75 13 52 % 4 PINK
54153-TB #100 Navy % 183 88 75 13 52 % 42 PINK
54109 1/0 AWG #1Weld % 1.88 93 75 13 52 % 42 PINK
54155-TB 225/24 = 90.8 kemil %o 2.20 125 75 13 52 % 4 PINK
256-30695-1383 133/.0254 % 254 150 88 13 52 % 4 PINK
54157 125 Navy % 165 65 83 13 57 i 45
54158 1/0 Weld % 188 88 83 13 57 % 45
54110 2/0 AWG 275/24 = 111 kemil % 193 93 83 13 57 % 45
54160 427/.0155 % 225 125 83 13 57 % 45
256-30695-131 133/.0282 % 256 150 83 13 57 % 45
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Material: High-Conductivity
Wrought Copper

Finish: Electro Tin Plate
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WIRE SIZE DIMENSIONS (IN.)
CAT. NO. CODE FLEX CLASS G, H, I, K, M* BOLT SIZE A B C D E F DIE CODE DIE COLOR
54162-TB 150 Nawy, 2/0 Weld 7 175 65 9 13 63 i 50 ORANGE
54163-TB 325/24 = 131 kemil s 198 88 L) 13 63 % 50 ORANGE
54111 30ANG  133/.0316, 259/.0227 % 2.03 93 L) 13 63 % 50 ORANGE
54165-TB 4271.0177 % 2.35 125 L) 13 63 % 50 ORANGE
54167 % 1.90 65 1.03 14 70 % 54 PURPLE
54168 200 Navy %s 213 87 1.03 14 70 % 54 PURPLE
54112 4/0 AWG S0 Weld % 2.18 93 1.03 14 70 % 54 PURPLE
54170 450/24 = 182 kemil % 2.50 1.25 1.03 14 70 % 54 PURPLE
256-30695-1174 703/.0154 % 2.86 1.56 1.03 14 70 % 54 PURPLE
58161 4/0 Weld % ) 78 1.25 15 79 % 62 YELLOW
58162 550/24 = 222 kemil %o 233 88 1.25 15 79 % 62 YELLOW
58163 133/.0399 % 238 93 1.25 15 79 % 62 YELLOW
58165 250/,0286 % 276 125 1.25 15 79 % 62 YELLOW
58166 637/.0183 % 3.03 158 1.25 15 79 % 62 YELLOW
54172-TB % 2.00 65 113 14 77 % 62 YELLOW
54173 . %o 223 88 113 14 77 % 62 YELLOW
54174 250 kernil 250 Navy % 298 93 113 14 77 % 62 YELLOW
54113 % 2,60 125 113 14 77 % 62 YELLOW

250 Weld,
56168 650/24 = 262 kemil, % 2.70 125 125 15 85 % 66 WHITE

250/.0311, 703/.0189
54178 %o 233 88 1.25 15 85 % 66 WHITE
54179 . % 243 93 1.25 15 85 % 66 WHITE
54114 300 kernil 300 Navy % 270 125 125 15 85 % 66 WHITE
54181 % 3.03 158 1.25 15 85 9% 66 WHITE
300 Weld, 259/.034,
58171 427/.0265, 889/.0183 % 2.85 125 1.36 18 93 % 71
775/24 = 313 kemil
256-30695-112 % 2.90 125 1.36 18 93 % 71
54115 350 kemil 350 Navy % 2.85 125 1.36 18 93 % 71
54183 % 3.21 158 1.36 18 93 9% 71
350 Weld, 259/.0368,

58174 427/.0285, 703/.0224, % 3.35 125 161 22 1.09 % 76

889/.0201
54116 . % 320 125 1.41 17 96 % 76
54185 400 kemil 400 Navy % 353 158 141 17 96 % 76
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WIRE SIZE DIMENSIONS (IN.)
CAT. NO. CODE  FLEX CLASS G, H,I,K, M' BOLT SIZE A B c D E F DIECODE  DIE COLOR
400 Weld
256-30695-1403 925/24 = 373 kemil % 3.31 1.31 1.61 22 1.04 % 80 N/A
58177 259/.0393 % 3.31 1.25 1.61 22 1.04 % 80 N/A
or 427/.0306
256-30695-339 % 3.10 1.00 1.61 22 1.10 % 87
54118 500 kemil 500 Navy % 3.30 1.25 1.61 22 1.10 % 87
54187 % 3.63 1.58 1.61 22 1.10 % 87
1100/24 = 444 kemil,
58180 500 Weld, 259/.0417, % 3.79 1.58 1.75 24 1.20 % 94
427/.0325, 703/.0253
256-30695-1370 600 kemil % 3.65 1.44 1.75 24 1.20 s 94
54120 % 3.79 1.58 1.75 24 1.20 % 94
54122-1B 700 kemil % 3.68 1.58 1.84 .23 1.26 % 99 PINK
256-30695-1404 % 3.29 1.29 1.81 28 1.25 Y 99 PINK
256-30695-1405 1325/24 = 535 kemil % 3.29 1.29 1.81 28 1.25 Ao 99 PINK
256-30695-840 427/.0342 % 4.00 1.69 1.81 .28 1.25 s 99 PINK
58182 % 3.83 1.58 1.81 .28 1.25 % 99 PINK
256-30695-193 750 kemil % 4.00 1.69 1.94 27 1.33 s 106 BLACK
54123-1B % 3.87 1.58 1.94 27 1.33 % 106 BLACK
58184 1600/24 = 646 kemil % 3.80 1.58 1.94 27 1.33 % 106 BLACK
54124-1B 800 kemil 800 Navy % 4.04 1.58 2.01 27 1.38 % 107 ORANGE
256-30695-843 900 kemil ~ 1925/24 = 777 kemil % 4.31 1.81 217 .31 1.50 % 115 YELLOW
54126 % 415 1.58 217 .31 1.50 % 115 YELLOW
54128 1000 kemil 1000 Navy % 4.09 1.58 2.27 .30 1809 % 125 N/A

1 Contact Technical Services for specific stranding listings

NOTE: Angled Lugs can be readily available as: 15 30°, 45°60°, and 90°

To learn more about B-I-A please visit us at our
WEB site: www.BiaGmbH.com

B-I-A Vertriebs GmbH / Germany www.BiaGmbH.com Further items on request. Dimensions mm. Created 08.10.2007
Email: info@BiaGmbH.com www.BiaOnline.com Subject to change without notice. L1 676



