
Features

� Broadest line in the industry.
� All covers are self-closing with two flip lids.

Weatherproof Boxes & Covers
Thermoplastic Covers

Gasket
Catalog Number Description Thickness

Outdoor Assemblies and Special Covers For Mobile Homes,
Manufactured and Modular Housing and RV Use – 
Horizontal Installation with Two Self-Closing Flip Lids

3780-SCFBX 3232 Duplex Receptacle, 1/8" •
Gasket and Flanged Box, 
Gray with Black Gasket

3780-SCFBXCW 3232 Duplex Receptacle, 1/8" •
Gasket and Flanged Box, 
Colonial White with Black Gasket

3780-SCFBXWH 3232 Duplex Receptacle, 1/8" •
Gasket and Flanged Box, 
White with White Gasket 

3780-SCMH 3232 Duplex Receptacle & Gasket, 3/8" •
Gray with Black Gasket

3780-SCMHCW 3232 Duplex Receptacle & Gasket, 3/8" •
Colonial White with Black Gasket

3780-SCMHBG 3232 Duplex Receptacle & Gasket, 3/8" •
Beige with Black Gasket

3780-SCMHWH 3232 Duplex Receptacle & Gasket, 3/8" •
White with White Gasket

3780-SCLV 3/8" Round Openings for 1/8" • •
2 Coaxial Connections, 
Gray with Black Gasket

3780-SCLVBG 3/8" Round Openings for 1/8" • •
2 Coaxial Connections, 
Beige with Black Gasket

3780-SCLVCW 3/8" Round Openings for 1/8" • •
2 Coaxial Connections, 
Colonial White with Black Gasket

3780-SCLVWH 3/8" Round Openings for 1/8" • •
2 Coaxial Connections, 
White with White Gasket

3780 Series

FBOX1

4.68"

2.8"

Catalog Number Description Color

Flanged Boxes for Horizontal or Vertical Installation

FBOX1 Flanged Box – 18.5 Cubic Inch Gray •
Minimum Opening Size 2.5" x 4.1".
Depth 3.0"

FBOX1WH Flanged Box – 18.5 Cubic Inch White •
Minimum Opening Size 2.5" x 4.1".
Depth 3.0"

3rd Party Compliance

� Covers comply with 2002 NEC Section
406.8(A) and 406.8(B)(2).
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