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Europe - Molded Plug

Molded PVC over nylon insert, straight male

grounding plug with fi nger grip and fl ex-type

strain relief. 2-pins with earthing contact.

UC-813

SPECIFICATIONS:

• Part Number: UC-813

• Description: Molded Plug

• Nominal Ratings: 16 Amps, 250 Volts AC

• Confi guration Standard:

 European CEE 7/7 Grounding „Schuko“ Plug

• Applicable Wire Type/Size:

 (6A/250V): H05RN-F3G0.75mm²

 H03VV-F3G0.75mm² H05RR-F3G0.75mm²

 H05VV-F3G0.75mm²

 (10A/250V): H05RR-F3G1.00mm²

 H05VV-F3G1.00mm² H05RN-F3G1.00mm²

  H07RN-F3G1.00mm²

 (16A/250V): H05RR-F3G1.50mm²

 H05VV-F3G1.50mm² H07RN-F3G1.50mm²

• Approvals:

 DEMKO (Denmark) FIMKO (Finland)

 KEMA (Netherlands) NEMKO (Norway)

 OVE (Austria) SEMKO (Sweden)

 VDE (Germany)

• RoHS:

 All materials and/or products are in compliance

 of EU directive 2002/95/EC (RoHS).

RoHS


