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Further items on request. Dimensions mm.

Subject to change without notice.

Straight Blade Duplex Receptacles,

2 Pole 3 Wire Grounding, 15A, 125V AC

SPECIFICATIONS

• Ratings: 15 Amp, 125 Volts AC

• Receptacles according to NEMA 5-15R

 2P 3W Grounding (USA, Canada, Mexico)

• Screw-Type Side Wired Terminals

 and Quickwire Push-In on the Back Side

• Face and Body Material: Thermoplastic

 Strap Material: Steel

• Standards and Certifi cations: UL

PLEASE NOTE: Technical informations are nominal and subject to change without notice. Dimensions inches (mm).

USA - Straight Blade Duplex Receptacles, NEMA 5-15R

 5320-ICP 5320-CP 5320-WCP

Catalog No. Color Description Weight/net. VPE/Pack EDP No.

5320-CP Brown    101284

5320-ECP Black    126931

5320-ICP Ivory  0.048 kg/ea 200/10 101286

5320-TCP Light Almond    112703

5320-WCP White    103750

Straight Blade Duplex Receptacle, With Ears, 
Residential Grade, 15 Amp, 125 Volt AC, 

NEMA 5-15R, 2-Pole 3-Wire Grounding (2P+E), 
Contractor Pack, Quickwire Push-In and Side 
Wired, Steel Strap, All Screws Backed Out,

UL Listed
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1.33 (33.7 mm)0.94 (24 mm)

QUICKWIRE PUSH-IN & SIDE WIRED

WIRING DIAGRAM

NEMA 5-15R

Selection of Optional Accessories:

 7302 1113-SP 7887RAC 84003 4970-022

 Flush Mount Box Surface Mount Box Hollow Wall Box Stainless Steel Wallplate Wet Location Cover


